LCTECH Guangdong Testing Services Co., Ltd.

Light Blue USA-Rayhil

Client:
LumCAT: INV-20-CCT-UNV-**-2700K
Luminaire: LED lamp

Report No:

Ballast type:

Test No: Voltage(V): 119.990
LampCAT: Current(A): 0.264
Lamp flux(lm): 2089.9 Power (W): 31.430
Number of Lamps: 1 PF: 0.993
Length(mm): -480 Width(mm): -480
Phm Type: C Height(mm): 0

Photometric Results

Lumens(Im): 2089.89, Efficiency(%): 100.00% , Luminous Efficacy(Im/W): 66.49

Central intensity(cd): 715.541, Maximum intensity(cd): 715.541

Angle of maximum intensity: C=0.0 y=0.0

Beam Angle(50%Imax): [C0/180]Total=113.2
[C90/270]Total=115.4

Field angle(10%Imax): [C0/180]Total=162.8
[C90/270]Total=162.8

Maximum s/h(1/2): C0_180=1.27 C90_270=1.26

Maximum s/h(1/4): CO_180=1.38 C90 270=1.38

Up flux rate of lamp(%): 0.56%

Down flux rate of lamp(%): 99.44%

Up flux rate of LUM(%): 0.56%

Down flux rate of LUM(%): 99.44%

CIE Type : Direct lighting

Output flux ratio in « solid angle : 77.675%

Equipment: LC-1-902 GMS-2000 Date: 2024/12/18 Operator: JUN WANG
Temperature(°C): 24.9 Humidity(%): 60.8% Distance(m): 30.26



Light Blue USA-Rayhil INV-20-CCT-UNV-**-2700K

Zonal flux distribution table

Appendix Page: 2 Total:12

v(®) Average I(cd) Zonal F(Im) Sum F(Im) Eff Flux(%) Eff Sum(%)

0.0 715.541 0.000 0 0.00% 0.00%
5.0 712.371 17.070 17.07 0.82% 0.82%
10.0 703.439 50.648 67.718 2.42% 3.24%
15.0 688.140 82.547 150.266 3.95% 7.19%
20.0 667.064 111.688 261.954 5.34% 12.53%
25.0 640.650 137.155 399.109 6.56% 19.10%
30.0 608.980 158.142 557.25 7.57% 26.66%
35.0 571.888 173.891 731.141 8.32% 34.98%
40.0 530.945 183.999 915.141 8.80% 43.79%
45.0 482.106 187.575 1102.715 8.98% 52.76%
50.0 430.371 184.379 1287.094 8.82% 61.59%
55.0 375.732 175.274 1462.368 8.39% 69.97%
60.0 320.572 160.949 1623.317 7.70% 77.67%
65.0 261.020 141.386 1764.703 6.77% 84.44%
70.0 201.891 117.212 1881.915 5.61% 90.05%
75.0 143.915 90.388 1972.303 4.33% 94.37%
80.0 88.426 62.168 2034.471 2.97% 97.35%
85.0 33.687 33.181 2067.652 1.59% 98.94%
90.0 4.832 10.547 2078.199 0.50% 99.44%
95.0 1.252 1.666 2079.865 0.08% 99.52%
100.0 1.175 0.660 2080.525 0.03% 99.55%
105.0 1.141 0.620 2081.144 0.03% 99.58%
110.0 1.202 0.612 2081.757 0.03% 99.61%
115.0 1.350 0.646 2082.403 0.03% 99.64%
120.0 1.320 0.649 2083.052 0.03% 99.67%
125.0 1.389 0.626 2083.678 0.03% 99.70%
130.0 1.435 0.614 2084.292 0.03% 99.73%
135.0 1.526 0.598 2084.891 0.03% 99.76%
140.0 1.816 0.619 2085.509 0.03% 99.79%
145.0 2.247 0.678 2086.187 0.03% 99.82%
150.0 2.690 0.727 2086.914 0.03% 99.86%
155.0 3.224 0.748 2087.663 0.04% 99.89%
160.0 3.613 0.717 2088.38 0.03% 99.93%
165.0 3.915 0.620 2089 0.03% 99.96%
170.0 4.224 0.483 2089.483 0.02% 99.98%
175.0 4.658 0.318 2089.801 0.02% 100.00%
180.0 2.442 0.085 2089.886 0.00% 100.00%

Equipment: LC-1-902 GMS-2000
Temperature(°C): 24.9

Date: 2024/12/18
Humidity(%): 60.8%

Operator: JUN WANG
Distance(m): 30.26




Light Blue USA-Rayhil INV-20-CCT-UNV-**-2700K

Zonal flux distribution table Appendix Page: 3 Total:12
ZONAL LUMEN SUMMARY

Zone Lumens %Lamp Y%Fixt
0-30 557.25 26.66% 26.66%
0-40 915.14 43.79% 43.79%
0-60 1623.32 77.67% 77.67%
0-90 2078.20 99.44% 99.44%
0-120 2083.05 99.67% 99.67%
0-180 2089.89 100.00% 100.00%
60-90 454.88 21.77% 21.77%
90-120 4.85 0.23% 0.23%
90-130 6.09 0.29% 0.29%
90-150 8.72 0.42% 0.42%
90-180 11.60 0.56% 0.56%
0-61.72 1671.91 80.00% 80.00%

ZONAL LUMEN SUMMARY

0-10 67.72
10-20 194.24
20-30 295.30
30-40 357.89
40-50 371.95
50-60 336.22
60-70 258.60
70-80 152.56
80-90 43.73
90-100 2.33
100-110 1.23
110-120 1.30
120-130 1.24
130-140 1.22
140-150 1.40
150-160 1.47
160-170 1.10
170-180 0.32
Equipment: LC-1-902 GMS-2000 Date: 2024/12/18 Operator: JUN WANG

Temperature(°C): 24.9 Humidity(%): 60.8% Distance(m): 30.26



Light Blue USA-Rayhil INV-20-CCT-UNV-**-2700K

Light Distribution Curve [Unit:cd] Appendix Page: 4 Total:12

+180°

90°

715.54
572.43
429.32
286.22 / \
143.11
0.00 -180°  -135°  -90° 45 0° 45° 90° 135°  180°
CO(Max):
C0/C180:
C90/C270:
Field angle(10%Imax):C0/180Left:81.4 Right:81.4
:C90/270Left:81.4 Right:81.4
Beam Angle(50%Imax):C0/180Left:56.6 Right:56.6
:C90/270Left:57.7 Right:57.7
Equipment: LC-1-902 GMS-2000 Date: 2024/12/18 Operator: JUN WANG

Temperature(°C): 24.9 Humidity(%): 60.8% Distance(m): 30.26



Light Blue USA-Rayhil INV-20-CCT-UNV-**-2700K

Lux distance Curve

Appendix Page: 5 Total:12

715.5,207.8 Ix A 305.04cm
1.0m

178.9 , 52.0 Ix [1 610.08cm
2.0m

79.5,23.1 Ix m 915.12cm
3.0m
4.0m 44.7,13.0 Ix 1220.16cm

28.6,8.3 Ix 1525.20cm
5.0m /\_/\

Max , Ave Beam angle of CO plane 113.50

Equipment: LC-1-902 GMS-2000 Date: 2024/12/18 Operator: JUN WANG

Temperature(°C): 24.9 Humidity(%): 60.8%

Distance(m): 30.26



Light Blue USA-Rayhil INV-20-CCT-UNV-**-2700K

ISO illuminance diagram Appendix Page: 6 Total:12
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(10%Emax) 7.950456 _—
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(30%Emax) 23.85133 e

(40%Emax) 31.80178 —_—

(50%Emax) 39.75222 —

(60%Emax) 47.70267 —
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Equipment: LC-1-902 GMS-2000 Date: 2024/12/18 Operator: JUN WANG
Temperature(°C): 24.9 Humidity(%): 60.8% Distance(m): 30.26



Light Blue USA-Rayhil INV-20-CCT-UNV-**-2700K

Space 1ISO Lux diagram Appendix Page: 7 Total:12
10 g Imax:715.54 [Unit:1x]
71.5541
2.0 143108
— / 214.662
286.216
_/ 357.77
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500.879
572.433
4.0 643987
6.0
8.0
10.gm
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Equipment: LC-1-902 GMS-2000
Temperature(°C): 24.9

Date: 2024/12/18
Humidity(%): 60.8%

Operator: JUN WANG
Distance(m): 30.26



Light Blue USA-Rayhil INV-20-CCT-UNV-**-2700K

Luminance Limitting Curve(no luminous side)

Luminance Table

Appendix Page: 8 Total:12

Y 45 50 55 60 65 70 75 80 85
Co 3773 3704 3630 3516 3434 3285 3087 2761 2023
C45 3771 3705 3621 3527 3418 3255 3078 2774 2137
C90 3761 3709 3627 3776 3392 3249 3069 2742 2173
L(Hor)(65) |L(Ver)(65) |L45(65)  |L(Hor)(75) |L(Ver)(75) |L45(75)  |L(Hor)(85) |L(Ver)(85) |L45(85)
3434 3392 3418 3087 3069 3078 2023 2173 2137
Glare Table
Glare Quality Service Values Illuminance(lx)
1.15 A 2000 1000 500 <=300
1.5 B 2000 1000 500 <=300
1.85 C 2000 1000 500 <=300
2.2 D 2000 1000 500 <=300
2.55 E 2000 1000 500 <=300
a b c d e f g h
Luminance Limitting Curve
v(®)
35 a b c e f g h
75 \ \ [
I~
\ \\\\ —~—T3
\ '\
65 <
T2
5 \ \
\\
\ \
45
6 7 8 9 1000 2 3 4 5 6 7 8 9 10000 2 3 4
L(cd/m?)
Co C45 —— C90 —

Equipment: LC-1-902 GMS-2000
Temperature(°C): 24.9

Date: 2024/12/18
Humidity(%): 60.8%

Operator: JUN WANG
Distance(m): 30.26

T8 (a/hs)
T6



Light Blue USA-Rayhil INV-20-CCT-UNV-**-2700K

Utilization factor table for indoor luminaire Appendix Page: 9 Total:12
RHOC( 80 70 50 30 10
RHOW| 50 [ 30 [ 10 [ 50 [ 30 [ 10 [ 50 [30 [ 10 [50 [30 [10 {50 |30 ]rio
RCR COEFFCIENTS OF UTILIZATION RHOFC=20 CU
o |r19 [r19 [r19 |16 [r1e [rae [rir [ran [ran [1os |06 {106 [1.02 [1.02 [1.02 [o.99
1 1.04 [099 095 [1.01 [097 [094 [097 [0.94 [091 {093 [090 [0.88 [0.89 [0.87 [0.85 [0.83
2 o090 [0.83 [077 [oss [o.82 [076 [0.84 [079 [074 [0.81 077 073 [078 [074 [071 [o0.69
3 [079 [o71 [o64 [077 [070 [0.63 074 [068 [0.62 [071 [066 |o.61 [0.69 [0.64 [0.60 [0.58
4 oo o061 [os4 [o068 [0.60 [0.54 [0.66 [059 [053 [0.63 [057 [0.52 [o.61 [0s6 [os1 [0.49
5 Jo62 [os3 [047 [o61 053 046 [059 [o0s1 [o46 [057 [o.s0 [oas [oss [o49 (045 [o0.42
6 |os6 (047 [041 [055 [047 [040 [0.53 [046 [040 [051 045 [039 [050 [0.44 [039 037
7 |os1 042 [036 [050 [o42 036 [04s [041 [035 [047 (040 [035 [04s [039 035 [0.33
8 |046 [038 [032 [o46 [037 [032 [044 [037 [031 (o043 [036 [031 [042 [036 [0.31 [0.29
9 [o42 [o034 [020 [042 [o34 (029 {041 [033 [028 [040 [033 [o28 [03s [032 [028 [o26
10 (039 [o31 026 [039 [031 [026 [038 031 [026 [037 [030 [026 [036 [030 [025 [0.24
Equipment: LC-1-902 GMS-2000 Date: 2024/12/18 Operator: JUN WANG

Temperature(°C): 24.9 Humidity(%): 60.8% Distance(m): 30.26



Light Blue USA-Rayhil INV-20-CCT-UNV-**-2700K

Intensity data(cd) Appendix Page: 10 Total:12
Chy(°) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0

0.0 715.54  715.09  708.48  695.71 676.88  654.43 622.84  590.79  550.05

15.0 715.54  715.54  709.27  697.46  679.38  656.12 627.13  592.15  552.72

30.0 715.54 71499  709.44  697.60  679.65  656.61 629.74  594.95  555.33

45.0 71554 71618  711.70  699.28  682.92  659.71 631.30  597.58  558.11

60.0 715.54 71691 711.69  700.52 682.75  659.22 632.75  597.86  560.40

75.0 715.54  716.18  712.24  701.15  683.38  660.20  630.87 597.89  558.94

90.0 715.54  717.01 711.78 70049  682.97  659.12 629.48  595.63 557.09

105.0 715.54 717.10 710.95 700.74 682.82 659.11 629.25 594.78 557.38
120.0 715.54 716.09 710.48 698.53 681.98 656.13 627.81 592.96 553.32
135.0 715.54 715.54 710.39 698.06 679.39 654.92 624.83 590.89 548.85
150.0 715.54 715.26 709.55 695.45 659.79 652.14 623.11 588.84 547.64
165.0 715.54 714.80 707.63 694.01 674.22 650.02 619.20 584.97 539.14
180.0 715.54 710.02 699.61 680.51 658.87  630.90 596.95 557.66 512.03
195.0 715.54 709.54 697.64 679.47 656.48 628.22 592.06  552.17 509.83
210.0 715.54 707.80 695.14 678.11 654.70 625.37 590.85 550.59 507.15
225.0 715.54 708.87 695.71 676.89 652.49 623.53 589.26  547.87 503.10
240.0 715.54 708.12 696.49 675.52 652.26  623.50 588.70 547.21 500.69
255.0 715.54 707.84 694.37  674.58 649.48 619.88 586.07  543.73 499.66
270.0 715.54 708.11 694.44 675.54 649.21 620.67 584.98 543.97  499.29
285.0 715.54 708.19 695.32 675.75 650.38 620.06 585.23 547.64 535.23
300.0 715.54 708.37 696.87  677.93 671.03 621.37 588.82 546.98 503.02
315.0 715.54 708.18 696.04 679.20 652.43 625.20 590.70 550.41 506.25
330.0 715.54 709.92 698.22 680.16 656.38 627.54 593.90 557.14 511.98
345.0 715.54 711.22 699.07  682.69 659.69 631.62 599.69 560.67 515.49
360.0 715.54 715.09 708.48 695.71 676.88 654.43 622.84 590.79 550.05

Chy(®) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0

0.0 503.70 453.01 398.60 341.84 287.07 228.04 168.93 110.17 53.50
15.0 509.01 459.67 405.88 349.27 290.85 234.97 172.46 116.76 59.51
30.0 511.06 462.15 408.23 351.67 296.65 237.45 178.16 119.32 64.49
45.0 514.61 462.99 411.54 355.35 297.78 238.67 182.20 123.44 66.15
60.0 515.16 465.24 411.67 355.07 299.84 240.77 182.07 123.73 69.24
75.0 515.97 464.29 413.71 357.91 299.63 240.35 180.79 124.25 67.07
90.0 512.59 464.70 411.76 358.37 296.80 239.55 180.10 121.47 64.50

105.0 510.05 462.63 408.78 352.16 293.90 234.99 175.81 120.39 63.50
120.0 507.99 45778  407.01 347.61 292.43 233.21 173.90 115.50 58.85
135.0 505.61 456.48  402.85 345.81 286.84 227.41 168.17 112.69 56.12
150.0 500.83 449.87  395.69 342.43 280.50 224.20 165.13 106.80 50.50
165.0 495.52 44390  391.82 334.40 275.60 216.80 161.13 103.25  46.93
180.0 461.88 408.65 35496 29449 238.18 178.52 120.22 63.37 10.32
195.0 460.13 406.25 34946  291.58 232.43 173.18 117.58 57.42 8.00
210.0 45477  401.03 344.29 289.37 230.35 170.96 112.30 54.92 5.01
225.0 452.39 398.29  341.64 283.71 227.88 165.75 110.20 53.18 4.48
240.0 449.49 395.00 337.94 282.53 223.92 165.31 106.97  50.10 3.85
255.0 449.17  395.84  339.40 280.94 224.95 162.46 107.02 91.08 4.21
270.0 449.93 398.09  341.12 324.88 221.94 162.58 107.34 50.83 4.04
285.0 451.88 39536  341.04 283.15 224.51 165.88 107.98 51.56 4.23
300.0 452.81 399.11 342.55 284.98 229.62 167.64 112.65 56.28 6.35
315.0 457.40 406.25  347.19 291.72 233.02 174.06 116.01 59.34 8.10
330.0 462.50 409.60  353.95 295.89 237.01 177.94 119.70 66.07 13.09
345.0 466.08 412.71 356.48 298.60 242.75 184.68 127.17 7030 16.47
360.0 503.70 453.01 398.60 341.84 287.07  228.04 168.93 110.17 53.50

Equipment: LC-1-902 GMS-2000 Date: 2024/12/18 Operator: JUN WANG
Temperature(°C): 24.9 Humidity(%): 60.8% Distance(m): 30.26



Light Blue USA-Rayhil INV-20-CCT-UNV-**-2700K

Intensity data(cd) Appendix Page: 11 Total:12
Chy(°) 90.0 95.0 100.0 105.0 110.0 115.0 120.0 125.0 130.0
0.0 5.25 0.72 0.63 0.63 0.63 0.54 0.91 1.18 1.27
15.0 7.00 0.82 0.64 0.64 0.55 0.73 0.91 1.09 1.27
30.0 8.47 0.73 0.64 0.55 0.55 291 1.00 1.28 1.37
45.0 11.70 0.82 0.55 0.55 0.55 1.01 1.10 1.28 1.46
60.0 11.72 0.82 0.64 0.55 0.55 0.82 1.01 1.28 1.56
75.0 12.55 0.82 0.64 0.55 0.64 1.28 0.92 1.19 1.47
90.0 10.55 0.83 0.64 0.55 0.55 0.73 0.92 1.28 1.47
105.0 10.11 0.83 0.55 0.46 0.55 0.64 0.92 1.19 1.47
120.0 6.71 1.01 0.74 0.64 0.55 0.83 0.92 1.29 1.38
135.0 5.15 1.01 0.92 0.74 0.64 1.20 0.92 1.10 1.29
150.0 3.04 1.01 0.83 0.83 0.65 0.65 0.83 1.11 1.29
165.0 2.39 0.92 0.92 0.83 0.74 0.64 0.83 1.20 1.29
180.0 1.72 1.54 1.63 1.63 1.54 1.63 1.63 1.45 1.45
195.0 1.91 1.64 1.54 1.73 1.54 1.64 1.64 145 145
210.0 2.00 1.64 1.55 1.64 2.00 1.91 1.73 1.64 1.55
225.0 2.01 1.64 1.64 1.55 1.83 1.92 1.74 2.01 1.46
240.0 1.92 1.56 1.65 1.74 1.74 2.01 1.83 1.56 1.47
255.0 1.83 1.65 1.56 1.74 2.20 1.74 1.83 1.56 1.56
270.0 1.65 1.56 1.65 1.65 1.83 1.74 1.74 1.56 1.56
285.0 1.65 1.56 1.65 1.75 1.65 1.65 1.65 1.56 1.47
300.0 1.75 1.75 1.75 1.66 2.76 1.66 1.93 1.56 1.47
315.0 1.66 1.75 1.93 1.66 1.56 1.56 1.66 1.47 1.56
330.0 1.57 1.75 1.66 1.47 1.57 1.47 1.57 1.47 1.47
345.0 1.66 1.66 1.66 1.66 1.47 1.47 1.56 1.56 1.38
360.0 5.25 0.72 0.63 0.63 0.63 0.54 0.91 1.18 1.27
Chy(®) 135.0 140.0 145.0 150.0 155.0 160.0 165.0 170.0 175.0
0.0 1.45 1.99 2.72 3.26 3.71 4.16 4.35 4.53 4.80
15.0 145 2.00 2.45 3.00 3.73 4.09 4.36 4.45 4.72
30.0 1.55 2.09 2.64 3.28 3.83 4.19 4.37 4.46 4.83
45.0 1.55 2.01 2.65 3.29 3.84 4.11 4.39 4.57 4.84
60.0 1.56 2.01 2.66 3.30 3.66 4.21 4.49 4.49 4.76
75.0 1.65 2.02 2.57 3.02 3.57 4.12 4.40 4.49 4.67
90.0 1.56 2.02 2.66 2.94 3.67 4.13 4.40 4.59 4.50
105.0 1.56 2.11 2.67 3.12 3.68 4.04 4.41 4.60 4.78
120.0 1.56 2.02 2.57 3.03 3.77 4.14 4.32 4.60 4.78
135.0 1.47 2.02 2.48 2.94 3.68 4.14 4.23 4.42 4.78
150.0 1.57 2.03 2.67 3.04 3.69 4.05 4.42 4.52 4.79
165.0 1.56 2.02 2.67 3.13 3.77 4.14 4.42 4.60 4.78
180.0 1.45 1.54 1.72 2.08 2.63 3.08 3.44 3.89 4.53
195.0 1.36 1.45 1.64 2.18 2.64 2.73 3.36 3.82 4.45
210.0 1.55 1.55 2.00 2.37 2.73 3.10 3.37 3.92 4.55
225.0 1.55 1.64 2.01 2.28 2.74 3.11 3.56 3.93 4.57
240.0 1.47 1.56 1.92 2.38 2.75 3.11 3.39 3.94 4.58
255.0 1.56 1.56 1.92 2.20 2.75 3.12 3.39 4.03 4.58
270.0 1.56 1.56 1.74 2.20 2.75 3.12 3.49 4.04 4.68
285.0 1.47 1.93 2.02 2.48 2.76 3.12 3.58 4.04 4.60
300.0 1.56 1.66 2.02 2.30 2.76 3.22 3.40 4.05 4.51
315.0 1.47 1.56 1.75 2.21 2.76 3.22 3.50 3.77 4.51
330.0 1.66 1.57 1.84 2.21 2.76 3.13 3.50 3.87 4.61
345.0 1.47 1.66 1.93 2.30 2.76 3.13 3.40 3.77 4.60
360.0 1.45 1.99 2.72 3.26 3.71 4.16 4.35 4.53 4.80
Equipment: LC-1-902 GMS-2000 Date: 2024/12/18 Operator: JUN WANG

Temperature(°C): 24.9 Humidity(%): 60.8% Distance(m): 30.26



Light Blue USA-Rayhil INV-20-CCT-UNV-**-2700K

Intensity data(cd) Appendix Page: 12 Total:12
Chy(®) 180.0
0.0 4.71
15.0 4.91
30.0 4.83
45.0 4.93
60.0 4.95
75.0 4.95
90.0 4.77
105.0 4.87
120.0 4.97
135.0 4.97
150.0 4.88
165.0 4.88
180.0 0.00
195.0 0.00
210.0 0.00
225.0 0.00
240.0 0.00
255.0 0.00
270.0 0.00
285.0 0.00
300.0 0.00
315.0 0.00
330.0 0.00
345.0 0.00
360.0 4.71
Equipment: LC-1-902 GMS-2000 Date: 2024/12/18 Operator: JUN WANG

Temperature(°C): 24.9 Humidity(%): 60.8% Distance(m): 30.26



