LCTECH Guangdong Testing Services Co., Ltd.

Light Blue USA-Rayhil

Client:
LumCAT: INV-9-CCT-120-**-2700K-F
Luminaire: LED lamp

Report No:

Ballast type:

Test No: Voltage(V): 120.050
LampCAT: Current(A): 0.128
Lamp flux(lm): 1118.2 Power (W): 14.530
Number of Lamps: 1 PF: 0.948
Length(mm): -210 Width(mm): -210
Phm Type: C Height(mm): 0

Photometric Results

Lumens(Im): 1118.20, Efficiency(%): 100.00% , Luminous Efficacy(Im/W): 76.96

Central intensity(cd): 401.139, Maximum intensity(cd): 401.139

Angle of maximum intensity: C=0.0 y=0.0

Beam Angle(50%Imax): [C0/180]Total=110.4
[C90/270]Total=109.8

Field angle(10%Imax): [C0/180]Total=158.4
[C90/270]Total=158.4

Maximum s/h(1/2): C0_180=1.26 C90_270=1.27

Maximum s/h(1/4): CO_180=1.37 C90 270=1.37

Up flux rate of lamp(%): 0.80%

Down flux rate of lamp(%): 99.20%

Up flux rate of LUM(%): 0.80%

Down flux rate of LUM(%): 99.20%

CIE Type : Direct lighting

Output flux ratio in « solid angle : 79.718%

Equipment: LC-1-902 GMS-2000 Date: 2024/12/18 Operator: JUN WANG
Temperature(°C): 24.8 Humidity(%): 60.2% Distance(m): 30.26



Light Blue USA-Rayhil INV-9-CCT-120-**-2700K-F

Zonal flux distribution table

Appendix Page: 2 Total:12

v(®) Average I(cd) Zonal F(Im) Sum F(Im) Eff Flux(%) Eff Sum(%)

0.0 401.139 0.000 0 0.00% 0.00%
5.0 399.498 9.571 9.571 0.86% 0.86%
10.0 393.965 28.385 37.956 2.54% 3.39%
15.0 385.191 46.219 84.175 4.13% 7.53%
20.0 372.829 62.472 146.647 5.59% 13.11%
25.0 357.339 76.581 223.228 6.85% 19.96%
30.0 338.530 88.063 311.291 7.88% 27.84%
35.0 316.783 96.499 407.79 8.63% 36.47%
40.0 291.488 101.485 509.275 9.08% 45.54%
45.0 263.178 102.701 611.976 9.18% 54.73%
50.0 231.929 100.044 712.02 8.95% 63.68%
55.0 201.141 94.164 806.184 8.42% 72.10%
60.0 167.529 85.217 891.401 7.62% 79.72%
65.0 134.221 73.356 964.757 6.56% 86.28%
70.0 99.845 59.267 1024.024 5.30% 91.58%
75.0 66.729 43.540 1067.564 3.89% 95.47%
80.0 35.864 27.451 1095.015 2.45% 97.93%
85.0 7.784 11.860 1106.875 1.06% 98.99%
90.0 0.916 2.382 1109.257 0.21% 99.20%
95.0 0.420 0.366 1109.623 0.03% 99.23%
100.0 0.420 0.228 1109.851 0.02% 99.25%
105.0 0.458 0.235 1110.086 0.02% 99.27%
110.0 0.572 0.269 1110.355 0.02% 99.30%
115.0 0.839 0.357 1110.712 0.03% 99.33%
120.0 1.107 0.473 1111.185 0.04% 99.37%
125.0 1.259 0.547 1111.732 0.05% 99.42%
130.0 1.602 0.622 1112.354 0.06% 99.48%
135.0 1.984 0.725 1113.079 0.06% 99.54%
140.0 2.061 0.749 1113.828 0.07% 99.61%
145.0 2.748 0.802 1114.63 0.07% 99.68%
150.0 3.129 0.865 1115.496 0.08% 99.76%
155.0 3.396 0.826 1116.322 0.07% 99.83%
160.0 3.472 0.720 1117.042 0.06% 99.90%
165.0 3.281 0.557 1117.598 0.05% 99.95%
170.0 2.937 0.369 1117.967 0.03% 99.98%
175.0 2.289 0.187 1118.154 0.02% 100.00%
180.0 1.336 0.043 1118.198 0.00% 100.00%

Equipment: LC-1-902 GMS-2000
Temperature(°C): 24.8

Date: 2024/12/18
Humidity(%): 60.2%

Operator: JUN WANG
Distance(m): 30.26




Light Blue USA-Rayhil INV-9-CCT-120-**-2700K-F

Zonal flux distribution table Appendix Page: 3 Total:12
ZONAL LUMEN SUMMARY

Zone Lumens %Lamp Y%Fixt
0-30 311.29 27.84% 27.84%
0-40 509.28 45.54% 45.54%
0-60 891.40 79.72% 79.72%
0-90 1109.26 99.20% 99.20%
0-120 1111.19 99.37% 99.37%
0-180 1118.20 100.00% 100.00%
60-90 217.86 19.48% 19.48%
90-120 1.93 0.17% 0.17%
90-130 3.10 0.28% 0.28%
90-150 6.24 0.56% 0.56%
90-180 8.90 0.80% 0.80%
0-60.22 894.56 80.00% 80.00%

ZONAL LUMEN SUMMARY

0-10 37.96
10-20 108.69
20-30 164.64
30-40 197.98
40-50 202.74
50-60 179.38
60-70 132.62
70-80 70.99
80-90 14.24
90-100 0.59
100-110 0.50
110-120 0.83
120-130 1.17
130-140 1.47
140-150 1.67
150-160 1.55
160-170 0.93
170-180 0.19
Equipment: LC-1-902 GMS-2000 Date: 2024/12/18 Operator: JUN WANG

Temperature(°C): 24.8 Humidity(%): 60.2% Distance(m): 30.26



Light Blue USA-Rayhil INV-9-CCT-120-**-2700K-F

Light Distribution Curve [Unit:cd] Appendix Page: 4 Total:12
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CO(Max):
C0/C180:
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Field angle(10%Imax):C0/180Left:79.2 Right:79.2
:C90/270Left:79.2 Right:79.2
Beam Angle(50%Imax):C0/180Left:55.2 Right:55.2
:C90/270Left:54.9 Right:54.9
Equipment: LC-1-902 GMS-2000 Date: 2024/12/18 Operator: JUN WANG

Temperature(°C): 24.8 Humidity(%): 60.2% Distance(m): 30.26



Light Blue USA-Rayhil INV-9-CCT-120-**-2700K-F

Lux distance Curve

Appendix Page: 5 Total:12

401.1,123.6 Ix A 289.24cm
1.0m

100.3 , 30.9 Ix ﬁ 578.49cm
2.0m

44.6,13.7 Ix m 867.73cm
3.0m
4.0m 25.1,7.71Ix 1156.98cm

16.0,4.9 Ix 1446.22cm
5.0m /&/\

Max , Ave Beam angle of CO plane 110.68

Equipment: LC-1-902 GMS-2000 Date: 2024/12/18 Operator: JUN WANG

Temperature(°C): 24.8 Humidity(%): 60.2%

Distance(m): 30.26



Light Blue USA-Rayhil INV-9-CCT-120-**-2700K-F

ISO illuminance diagram

Appendix Page: 6 Total:12

1.67d/h

b e //—_\\\

. PN

L NN

. @\ §
B ) ||

i \QQE;QQ/
R

SN B .

(10%Emax) 4.4571

(20%Emax) 8.914188
(30%Emax) 13.37133
(40%Emax) 17.82833
(50%Emax) 22.28544
(60%Emax) 26.74256
(70%Emax) 31.19967
(80%Emax) 35.65678
(90%Emax) 40.11389

Equipment: LC-1-902 GMS-2000

Temperature(°C): 24.8

Date: 2024/12/18

Humidity(%): 60.2%

Operator: JUN WANG
Distance(m): 30.26



Light Blue USA-Rayhil INV-9-CCT-120-**-2700K-F

Space ISO Lux diagram

Appendix Page: 7 Total:12
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Equipment: LC-1-902 GMS-2000
Temperature(°C): 24.8

Date: 2024/12/18
Humidity(%): 60.2%

Operator: JUN WANG
Distance(m): 30.26



Light Blue USA-Rayhil INV-9-CCT-120-**-2700K-F

Luminance Limitting Curve(no luminous side)

Luminance Table

Appendix Page: 8 Total:12

Y 45 50 55 60 65 70 75 80 85
Co 10776 10483 10165 9713 9249 8581 7526 5836 2567
C45 10760 10479 10107 9665 9135 8427 7432 5786 2503
C90 10714 10407 10073 9625 9135 8388 7458 5786 2427
L(Hor)(65) |L(Ver)(65) |L45(65)  |L(Hor)(75) |L(Ver)(75) |L45(75)  |L(Hor)(85) |L(Ver)(85) |L45(85)
9249 9135 9135 7526 7458 7432 2567 2427 2503
Glare Table
Glare Quality Service Values Illuminance(lx)
1.15 A 2000 1000 500 <=300
1.5 B 2000 1000 500 <=300
1.85 C 2000 1000 500 <=300
2.2 D 2000 1000 500 <=300
2.55 E 2000 1000 500 <=300
a b c d e f g h
Luminance Limitting Curve
v(®)
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65 < \
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55 \ \
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\ \
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Equipment: LC-1-902 GMS-2000

Temperature(°C): 24.8

Date: 2024/12/18
Humidity(%): 60.2%

Operator: JUN WANG
Distance(m): 30.26

T8 (a/hs)
T6



Light Blue USA-Rayhil INV-9-CCT-120-**-2700K-F

Utilization factor table for indoor luminaire Appendix Page: 9 Total:12
RHOC( 80 70 50 30 10
RHOW| 50 [ 30 [ 10 [ 50 [ 30 [ 10 [ 50 [30 [ 10 [50 [30 [10 {50 |30 ]rio
RCR COEFFCIENTS OF UTILIZATION RHOFC=20 CU
o |19 [r19 [r19 |16 [r1e [rae [rir [ran [ran [ros |06 {106 [1o1 [1o1 [1o1 [o99
1 1.04 [1.00 [096 [1.02 [0.98 [0.95 [0.98 [0.94 [0.92 [0.93 [091 [0.89 [0.90 [0.88 [0.86 [0.84
2 |oo1 [o084 [079 [0.89 [0.83 [0.78 [0.85 [0.80 [0.76 [0.82 078 [0.74 [079 [0.75 [0.72 070
3 loso [072 [o66 [078 [071 [o.6s 075 [0.69 064 [072 [0.67 [o.62 [070 [0.65 [061 [0.59
4 o7 [oe2 [o0s6 [070 [o61 |05 {067 [0.60 [054 [0.65 |08 [0.53 [0.62 [057 [os3 [os0
5 |o63 [os4 [04as [o62 [0.54 048 [0.60 [0.53 [o4a7 [oss [os1 [oa6 [056 [0.50 [0.46 [0.44
6 |0s7 {048 [042 [056 [04s 042 [0.54 [047 [041 [052 046 [041 [051 [045 [o40 [0.38
7 los2 043 [037 [os1 043 [037 [049 [042 [036 048 [0.41 [036 [046 [040 [0.36 [0.34
8 [047 [039 [033 [o46 [038 [0.33 [04s [038 [033 [o44 [037 [032 [043 [037 [0.32 {030
9 [o043 [035 [030 [043 [035 [030 {041 [034 [029 [040 034 (029 [039 [033 [029 (o027
10 [040 [032 027 {039 [032 [027 038 [o31 [027 [037 [031 [o26 [036 [031 [026 [025
Equipment: LC-1-902 GMS-2000 Date: 2024/12/18 Operator: JUN WANG

Temperature(°C): 24.8 Humidity(%): 60.2% Distance(m): 30.26



Light Blue USA-Rayhil INV-9-CCT-120-**-2700K-F

Intensity data(cd) Appendix Page: 10 Total:12
Chy(°) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0

0.0 401.14  400.23  395.67 388.38 377.44  362.85 343.70 32456  299.03

15.0 401.14  401.14  395.66  388.35 376.47 361.85 34449 32347 299.71

30.0 401.14  400.22  395.66  386.52 37555 36093  343.57 322.56  296.97

45.0 401.14  400.22  395.64 387.40 37550  360.84 34252 32146  296.73

60.0 401.14  400.22  395.64 387.40 374.58 360.84  341.61 320.54  296.73

75.0 401.14  400.22 39473  386.49 37550 35993  341.61 321.46  296.73

90.0 401.14  399.31 39473  387.40 374.58  359.01 341.61 32146  296.73

105.0 401.14 400.22 395.64 387.40 375.50 359.93 342.52 320.54 295.82
120.0 401.14 401.14 390.12 388.29 376.35 362.59 343.31 324.03 299.25
135.0 401.14 400.22 395.64 387.40 376.41 361.76 328.79 323.29 298.56
150.0 401.14 400.22 396.55 388.29 377.27 363.50 346.06 324.95 301.08
165.0 401.14 400.22 396.55 389.21 377.27 363.50 346.06 324.95 302.00
180.0 401.14 398.40 392.02 381.99 370.14 353.73 333.67 310.88 284.44
195.0 401.14 399.31 392.91 382.86 370.07 353.62 334.43 312.50 285.09
210.0 401.14 398.40 392.91 382.86 370.07 353.62 335.35 311.59 285.09
225.0 401.14 399.31 392.90 383.74 370.00 353.51 335.20 311.39 286.66
240.0 401.14 398.39 392.90 383.74 370.92 354.43 334.28 311.39 284.83
255.0 401.14 398.39 392.90 382.82 370.00 352.60 333.37 312.30 285.74
270.0 401.14 398.39 391.98 381.91 370.00 353.51 348.02 309.55 284.83
285.0 401.14 398.39 396.56 382.82 369.08 352.60 333.37 309.55 284.83
300.0 401.14 399.30 391.96 383.70 369.01 353.41 333.21 311.18 285.48
315.0 401.14 398.39 391.98 381.91 368.17 352.60 333.37 310.47 283.00
330.0 401.14 399.30 391.96 381.86 369.01 352.49 333.21 310.26 283.64
345.0 401.14 398.38 391.96 381.86 369.01 352.49 331.38 308.43 282.72
360.0 401.14 400.23 395.67 388.38 377.44 362.85 343.70 324.56 299.03

Chy(®) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0

0.0 271.68 241.59 209.69 177.78 144.05 110.31 75.67 42.85 11.85
15.0 269.56 241.23 209.25 175.44 141.63 107.82 74.01 42.95 11.88
30.0 269.56 239.40 209.25 174.53 142.55 106.00 74.01 41.12 11.88
45.0 270.17 239.03 208.81 174.93 141.04 107.15 74.18 40.30 10.99
60.0 268.34 239.03 206.98 173.09 141.04 107.15 73.27 40.30 10.99
75.0 266.51 239.03 206.98 174.01 140.12 106.24 72.35 41.21 10.99
90.0 268.34 238.12 206.98 174.01 141.96 107.15 74.18 41.21 10.99

105.0 270.17 239.95 209.73 174.93 141.96 107.15 73.27 42.13 10.99
120.0 270.79 240.50 209.29 178.08 144.12 108.32 74.35 43.14 11.93
135.0 271.09 242.70 208.81 176.76 142.87 108.99 76.01 43.04 11.91
150.0 272.63 218.47 211.13 178.08 144.12 110.15 78.02 44.98 13.77
165.0 274.46 245.09 212.04 179.92 145.95 106.48 78.02 44.98 14.69
180.0 256.18 225.18 194.19 158.63 126.72 92.99 59.26 27.35 3.65
195.0 256.77 225.70 192.80 159.91 126.10 92.29 59.39 28.33 3.66
210.0 255.85 225.70 194.63 158.99 127.01 93.20 60.31 28.33 3.66
225.0 257.35 227.13 194.16 160.27 126.39 92.50 58.61 28.39 3.66
240.0 256.44 226.21 195.07 161.19 127.30 93.42 59.53 27.48 3.66
255.0 256.44 225.30 193.24 158.44 125.47 91.58 58.61 51.29 3.66
270.0 256.44 225.30 193.24 159.36 125.47 91.58 59.53 28.39 3.66
285.0 255.52 225.30 193.24 160.27 126.39 92.50 58.61 26.56 3.66
300.0 256.10 224.89 191.85 158.80 124.84 92.71 58.75 27.54 3.67
315.0 255.52 224.38 191.41 157.52 124.55 90.67 57.70 27.48 3.66
330.0 255.19 223.98 192.77 157.89 125.76 89.96 57.83 25.70 3.67
345.0 255.19 223.06 191.85 157.89 123.92 89.96 55.99 25.70 3.67
360.0 271.68 241.59 209.69 177.78 144.05 110.31 75.67 42.85 11.85

Equipment: LC-1-902 GMS-2000 Date: 2024/12/18 Operator: JUN WANG
Temperature(°C): 24.8 Humidity(%): 60.2% Distance(m): 30.26



Light Blue USA-Rayhil INV-9-CCT-120-**-2700K-F

Intensity data(cd) Appendix Page: 11 Total:12
Chy(°) 90.0 95.0 100.0 105.0 110.0 115.0 120.0 125.0 130.0
0.0 0.91 0.00 0.00 0.00 0.00 0.91 0.91 0.91 1.82
15.0 0.91 0.00 0.00 0.00 0.00 0.91 0.91 0.91 1.83
30.0 0.91 0.00 0.00 0.00 0.91 0.91 0.91 0.91 1.83
45.0 0.92 0.00 0.00 0.00 0.00 0.92 0.92 0.92 1.83
60.0 0.92 0.00 0.00 0.00 0.00 0.92 0.92 0.92 1.83
75.0 0.92 0.00 0.00 0.00 0.00 0.92 0.92 0.92 1.83
90.0 0.92 0.00 0.00 0.92 0.92 0.92 0.92 1.83 1.83
105.0 0.92 0.00 0.00 0.00 0.92 0.92 0.92 1.83 1.83
120.0 0.92 0.00 0.00 0.00 0.00 0.92 0.92 0.92 1.84
135.0 0.92 0.00 0.00 0.00 0.00 0.00 0.92 0.92 0.92
150.0 0.92 0.00 0.00 0.00 0.00 0.92 0.92 0.92 0.92
165.0 0.92 0.00 0.00 0.00 0.00 0.00 0.92 0.92 0.92
180.0 0.91 0.91 0.91 0.91 0.91 0.91 0.91 1.82 1.82
195.0 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91
210.0 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91
225.0 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92
240.0 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92
255.0 0.92 0.00 0.00 0.00 0.92 0.92 0.92 0.92 1.83
270.0 0.92 0.92 0.92 0.92 0.92 0.92 1.83 1.83 1.83
285.0 0.92 0.92 0.92 0.92 0.92 0.92 1.83 1.83 1.83
300.0 0.92 0.92 0.92 0.92 0.92 0.92 1.84 1.84 2.75
315.0 0.92 0.92 0.92 0.92 0.92 0.92 1.83 1.83 1.83
330.0 0.92 0.92 0.92 0.92 0.92 0.92 0.92 1.84 1.84
345.0 0.92 0.92 0.92 0.92 0.92 0.92 1.84 1.84 1.84
360.0 0.91 0.00 0.00 0.00 0.00 0.91 0.91 0.91 1.82
Chy(®) 135.0 140.0 145.0 150.0 155.0 160.0 165.0 170.0 175.0
0.0 1.82 1.82 2.74 3.65 3.65 3.65 3.65 3.65 2.74
15.0 1.83 1.83 2.74 3.66 3.66 3.66 3.66 3.66 2.74
30.0 1.83 1.83 2.74 3.66 3.66 3.66 3.66 3.66 2.74
45.0 1.83 1.83 2.75 2.75 3.66 3.66 2.75 3.66 2.75
60.0 1.83 1.83 2.75 3.66 3.66 3.66 3.66 3.66 2.75
75.0 1.83 1.83 2.75 3.66 3.66 3.66 3.66 2.75 2.75
90.0 1.83 2.75 3.66 3.66 3.66 3.66 3.66 2.75 2.75
105.0 2.75 2.75 3.66 4.58 4.58 4.58 4.58 2.75 2.75
120.0 1.84 2.75 3.67 3.67 4.59 4.59 4.59 3.67 2.75
135.0 1.83 2.75 3.66 3.66 4.58 4.58 3.66 3.66 2.75
150.0 1.84 1.84 2.75 3.67 3.67 3.67 3.67 3.67 2.75
165.0 1.84 1.84 2.75 2.75 3.67 3.67 3.67 3.67 2.75
180.0 1.82 1.82 1.82 1.82 2.74 2.74 3.65 3.65 1.82
195.0 1.83 0.91 1.83 1.83 2.74 2.74 3.66 2.74 1.83
210.0 0.91 0.91 0.91 1.83 1.83 2.74 2.74 2.74 1.83
225.0 0.92 0.92 0.92 1.83 2.75 2.75 2.75 2.75 1.83
240.0 1.83 1.83 2.75 1.83 1.83 1.83 1.83 2.75 1.83
255.0 1.83 1.83 2.75 2.75 2.75 2.75 1.83 1.83 1.83
270.0 2.75 2.75 2.75 2.75 2.75 2.75 1.83 1.83 1.83
285.0 2.75 2.75 3.66 3.66 3.66 3.66 1.83 1.83 1.83
300.0 2.75 2.75 3.67 3.67 3.67 3.67 2.75 1.84 1.84
315.0 2.75 2.75 2.75 3.66 3.66 3.66 3.66 1.83 1.83
330.0 2.75 2.75 2.75 3.67 3.67 3.67 3.67 2.75 1.84
345.0 1.84 1.84 2.75 2.75 2.75 3.67 3.67 2.75 1.84
360.0 1.82 1.82 2.74 3.65 3.65 3.65 3.65 3.65 2.74
Equipment: LC-1-902 GMS-2000 Date: 2024/12/18 Operator: JUN WANG

Temperature(°C): 24.8 Humidity(%): 60.2% Distance(m): 30.26



Light Blue USA-Rayhil INV-9-CCT-120-**-2700K-F

Intensity data(cd) Appendix Page: 12 Total:12
Chy(®) 180.0
0.0 1.82
15.0 2.74
30.0 2.74
45.0 2.75
60.0 2.75
75.0 2.75
90.0 2.75
105.0 2.75
120.0 2.75
135.0 2.75
150.0 2.75
165.0 2.75
180.0 0.00
195.0 0.00
210.0 0.00
225.0 0.00
240.0 0.00
255.0 0.00
270.0 0.00
285.0 0.00
300.0 0.00
315.0 0.00
330.0 0.00
345.0 0.00
360.0 1.82
Equipment: LC-1-902 GMS-2000 Date: 2024/12/18 Operator: JUN WANG

Temperature(°C): 24.8 Humidity(%): 60.2% Distance(m): 30.26



